
0.0

5

10

15

-5

-10

10
0

20
0

30
0

40
0

50
0

60
0

70
0

80
0

90
00

M
a
n
p
r
o
o
f
 
 
 
 
 
 
 
C

h
a
i
n
w

i
r
e
 
 
 
 
 
 
 
 
F

e
n
c
e

SEALED BLAST PROTECTION

B
I
T

U
M

E
N

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
R

O
A

D

-3.0

-3.0-2.5 -2.
5

-2.5
-2.0

-2.0 -2
.0

-2.0

-1.5

-1.5 -1.5

-1.0

-1.0

-1
.0

-1.0

-1
.0-0
.5

-0
.5 -0.

5

-0
.50.0

0.0

0.
0

0.
00.5

0.
5

0.5

1.
0

1.0

1.
5

1.5

2.
0

2.0

2.5

2.5

3.0

3.0-1
.5

HIAL HIAL

HIAL

HIAL

HIAL

HIAL

HIAL

HIAL
HIAL

HIAL

HIAL

HIAL

HIAL
HIAL

HIAL

HIAL

HIAL

HIAL

LEGEND
CONTOUR

CENTRELINE

FENCE

CHANGE OF GRADE

SEALED ROAD

TRANSIENT OBSTACLE

APPROACH LIGHT

TR
ANSIE

NT O
BST

ACLE

AMENDMENTS

DATE                                 AMENDMENT                                SIGNED
DARWIN INTERNATIONAL

AIRPORT, AUSTRALIA

28/04/2017

P.FITZGERALD

Sheet 1 of 1 Sheets

PDN/003

DATE

DATE

DRAWN

SURVEYED

ARCHIVED

DRAWING No. PRECISION APPROACH TERRAIN

CHART - RUNWAY 29

0409 230 650
paul@airportsurveys.com.au

AIRPORT SURVEYS

NOTES:
- ALL DIMENSIONS IN METRES
- HEIGHT DATUM IS 29 THRESHOLD (ZERO)
- CHAINAGE ORIGIN IS 29 THRESHOLD
- CONTOUR INTERVAL 0.5m

21/04/2017

B.FITZGERALD

28/04/17                                 FIRST ISSUE                              PJF
100500

Meters

Horiztonal Scale 1:2500, Vertical Scale 1:500

50


	Sheets and Views
	Layout1


